
GREEN ROOF PERIMETER CONTAINMENT

ENGINEERED
GREEN ROOF SOIL

GREEN ROOF FILTER FABRIC GREEN ROOF L-CHANNEL
WITH DRAINAGE HOLES

THE ARCHITECT / ENGINEER / INSTALLER MAKE CERTAIN THAT THE STRUCTURAL ELEMENTS
SUCH AS THE L-CHANNEL AND FASTENING SYSTEM THAT CONTAIN THE DECK ARE STRONG
ENOUGH TO CONTAIN THE PEDESTAL AND DECK SYSTEM AND PREVENT LATERAL MOVEMENT.

MAX 1/8" GAP

GENERAL NOTES: APPLY TO ALL OF THE ABOVE PRODUCTS
1. INSTALLATION MUST BE COMPLETED IN ACCORDANCE WITH BISON INNOVATIVE PRODUCTS SPECIFICATIONS.
2. DRAWINGS NOT TO SCALE.
3. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.BisonIP.com
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GREEN ROOF EDGE RESTRAINT
GREEN ROOF PERIMETER CONTAINMENT
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